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P R O D U C T  D A T A  S H E E T  
 
 

L u m o c o l o r  p e r m a n e n t  

g l a s o c h r o m    o m n i g r a p h  

w a t e r p r o o f  
 
 

STAEDTLER Lumocolor  dry markers are subject to a comprehensive qual i ty  inspect ion and are 
not  harmful i f  used in the proper manner.  

EC safety data sheets are not required for Lu mocolor  dry markers.  They are products and not 
substances or preparat ions c lassif ied as hazardous under  European chemical law.  

 
 

L u m o c o l o r  p e r m a n e n t  g l a s o c h r o m  

1 0 8  2 0  

Composition synthetic-based wax 

china-clay, talcum 

colour pigments* 

Special features w a t e r p r o o f  

Applications for use on almost all surfaces, e.g. glass, leather, textiles, stone, metal, wood, plastic 

opaque cover on light, dark and transparent surfaces 

 
 

L u m o c o l o r  p e r m a n e n t  o m n i g r a p h    U n i v e r s a l  c r a y o n  

2 3 6  

Composition wax mixture containing synthetic and vegetable waxes 

china clay as filler 

colour pigments* 

Special features w a t e r p r o o f  

also for use on wet wood 

Applications for use on almost all surfaces, e.g. glass, leather, textiles, stone, metal, wood, plastic 

opaque cover on light, dark and transparent surfaces 

 glasochrom: Wood from controlled reforestation zones. Lacquers do not contain heavy metal pigments. 

* Colouring agents do not contain toxic heavy metals. 

 
 
The information contained herein is based on our present state of knowledge and does not provide warranty for any features. The suitability of our products 
for  applications intended by the user has to be checked at the user's own risk. 
 


